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AMENDMENTS TO THE CLAIMS 

This listing of claims will replace all prior versions, and listing, of claims in the application: 
Listing of claims: 

1-20. (Cancelled) 

21, (new) A client device comprising: 

(a) a display for displaying a program guide transmitted ftom a server system, the 
program guide listing a plurality of identifiers, each identifier respectively identifying one of a 
plxirality of content streams transmittable from the server system* and an approximate time of 
transmission for each such content stream, 

(b) a graphical user interface for enabling a user of the client device to select one or more 
of the content streams by selecting the respective client identifier listed in the program guide, and 

(c) a storage device for storing the selected ones of the plurality of content streams 
transmitted fix)m the server system, 

wherein the graphical user interface is operable to enable selective receipt of specific 
ones of the plurality of content streams by storing in the storage device only those of the content 
streams transmitted firom the server system to the client device that were previously selected by 
the user, and by ignoring other content streams transmitted from the server system to the client 
device but not selected by the user, whereby the other content streams are not stored in the 
.storage devicfl. 

22. (new) The client device of claim 21, wherein the graphical user interface is operable 
to enable selective receipt of specific ones of the plurality of content streams in the absence of 
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sending any signal fronm the client device to the server system to initiate transmission of a content 
stream having an identifier listed in the program giiide to the client device. 

23. (new) The client device of claim 21, wherein the graphical user interface is operable 
Lu enable selective receipt of specific ones of the plurality of content atreoms in the absence of 
sending any signal from the client device to the server system to select a content stream having 
an identifier listed in the program guide. 

24. (new) The client device of claim 21 ^ wherein the cUent device receives the plurality 
of content streams and the program guide in a common specified communication mode. 

25. (new) The client device of claim 21 , wherein the display is operable to display a 
window showing each selected content stream and its receipt status. 

26. (new) The client device of claim 21, wherein the graphical user interface is operable 
to receive the user's selection for automatically launching a content stream upon its receipt. 

27. (new) A method of selectively receiving content streams at a client device, the 
method comprising the steps of: 

(a) displaying, on a display at the client device, a program guide transmitted fi-om a 
server system, the program guide listing a plurality of identifiers, each identifier respectively 
identifying one of a plurality of content streams transmittable from the server system^ and an 
approximate time of transmission for each such content stream, 
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(b) enabling a user of the client device to select one or more of the content streams by 
selecting the respective client idenxifier listed in the program guide, and 

(c) storing the selected ones of the plurality of content streams transmitted from the 
server system, 

wherein the client device is operable to enable selective receipt of specific ones of the 
plurahty of content streams by storing only those of the content streams transmitted from the 
server system to the client device that were previously selected by the user, and by ignoring other 
content streams transmitted from the server system to the client device but not selected by the 
user, whereby the other content streams are not stored in the storage device. 

28. (new) The method of claim 27, wherein the enabling step is effected by user 
operation of a graphical user interface at the client device, 

29. (new) The method of claim 28, wherein the enabling step is effected by the user 
operation of the graphical user interface to access specific ones of the plurality of content 
streams in the absence of sending any signal from the client device to the server system to 
initiate transmission of a content stream having an identifier listed in the program guide to the 
client device, 

30. (new) The method of claim 28> wherein the enabling step is effected by the user 
operation of the graphical user interface to access specific ones of the plurality of content 
streams in the absence of sending any signal fipom the chent device to the server system to select 
a content stream having an identifier listed in the program guide. 
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3 1 . (new) The method of claim 27, wherein the client device selectively receives the 
plurality of content streams and the program guide in a common specified communication mode. 

32. (new) The method of claim 27, wherein the displaying step includes the step of 
displaying a window showing each selected content stream and its receipt status. 

33 . (new) The method of claim 2 1 , further comprising the step of receiving the user's 
selection for automatically launching a content stream upon its receipt. 

34. (new) A system for selectively providing content streams, comprising; 
a server system; and 

a client device^ 

wherein the server system comprises: 

a transmitter for transmitting a program guide and a plurality of content streams, 
tlic program guide listing a plurality of identifiers, each identifier respectively identifying one of 
the plurality of content streams transmittable firom the server system, and an approximate time of 
transmission for each such content stream, and 

wherein the client device comprises: 

(a) a display for displaying the program guide, 

(b) a graphical user interface for enabling a user of the client device to select one 
or more of the content streams by selecting the respective client identifier listed in the program 
guide, and 
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(c) a storage device for storing the selected ones of the plurality of content 
streams transmitted from the server system, 

wherein the graphical user interface is operable to enable selective receipt of specific 
ones ot the plurality of content streams by storing In the sluragc dcviv;c vuly tliuac of the content 
streams transmitted from the server system to the client device that wete previously selected by 
the user, and by ignoring other content streams transmitted from the server system to the client 
device but not selected by the user, whereby the other content streams are not stored in the 
storage device. 

35. (new) A method of selectively providing content streams, the method comprising the 
steps of: 

(a) transmitting, from a server system to a client device, a program guide listing a 
plurality of identifiers, each identifier respectively identifying one of a plurality of content 
streams transmittable from the server system, and an approximate time of transmission for each 
such content stream; 

(b) displaying the program guide on a display at the client device; 

(c) transmitting, from the server system to the client device, the plurality of content 
streams; 

(d) enabling a user of the client device to select one or more of the content streams by 
selecting the respective client identifier listed in the program guide, and 

(e) storing the selected ones of the plurality of content streams transmitted from the 
server system, 
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wherein the client device is operable to enable selective receipt of specific ones of the 
plurality of content streams by storing only those of the content streams transmitted from the 
server system to the client device that were previously selected by the user, and by ignoring other 
content streams transmitted from the server system to the client device but not selected by the 
user, whereby the other content streams are not stored in the storage device. 

36. (new) A client device comprising: 

(a) a display for displaying a program guide transmitted by a server system, the program 
guide listing a plurality of identifiers^ each identifier respectively identifying one of a plurality of 
content streams transmittable by the server system, each content stream being generated by the 
server system from source content received from an information source^ the program guide 
further listing an approximate time of transmission for each such content stream, 

(b) a graphical user interface for enabling a user of the client device to select one or more 
of the content streams by selecting the respective client identifier listed in the program guide, 

wherein the graphical user interface is operable to enable receipt of the selected ones of 
tlic plm-ality of content streams in the absence of sending any signal from the client device to the 
server system to initiate transmission of any of the selected ones of the plurality of content 
streams to the client device, and 

(c) a storage device for storing the selected ones of the plurality of content streams 
tiai^siiiitted by tlie servei system. 

37. (new) A method of receiving selected content streams at a client device, the method 
comprising the steps of: 
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(a) displaying a program guide transmitted by a server system, the program guide listing 
a plurality of identifiers, each identifier respectively identifying one of a plurality of content 
streams transmittable by the server system, each content stream being generated by the server 
system from source content received from an information source^ the program guide further 
listing an approxirnQte time of transnriission for each Kuch content stream, 

(b) enabling a user of the rli/^nt Hftvirp. tn sf^ler.t nnft nr more of the content Streams by 
selecting the respective client identifier listed in the program guide, 

(c) enabling receipt of the selected ones of the plurality of content streams in the absence 
of sending any signal from the client device to the server system to initiate transmission of any of 
the selected ones of the plurality of content streams to the client device, and 

(d) a storage device for storing the selected ones of the plurality of content streams 
transmitted from the information source by the server system. 

38, (new) A method of transmitting selected content streams to a client device, the 
method comprising the steps of: 

(a) transmitting a program guide to the client device by a server system, the program 
guide listing a plurality of identifiers, each identifier respectively identifying one of a pluraliiy of 
content streams transmittable by the server system, each content stream being generated by the 
server system from source content received from an information source, the program guide 
further listing an approximate time of transmission for each such content stream, 

(b) displaying the program guide at the client device; 

(c) enabling a user of the client device to select one or more of the content streams by 
selecting the respective client identifier listed in the program guide, 
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(c) transmitting to the client device by Ihc server system, the selected ones of the plurality 
of content streams in the absence of sending any signal from the client device to the server 
system to initiate transmission of any of the selected ones of the plurality of content streams to 
the client device, and 

(d) storing, at the client device, the selected ones of the plurality of content streams 
transmitted by the server system. 

39. (new) A client device comprising: 

(a) a display for displaying a program guide transmitted by a server system, the program 
guide listing a plurality of identifiers, each identifier respectively identifying one of a plurality of 
content streams transmittable by the server system, each content stream being generated by the 
server system from source content received from an information source, the program guide 
further listing an approximate time of transmission for each such content stream, 

(b) a graphical user interface for enabling a user of the client device to select one or more 
of the content streams by selecting the respective client identifier listed in the program guide, 

wherein the graphical user interface is operable to enable receipt of the selected ones of 
the plurality of content streams in the absence of sending any signal from the client device 
rcqucsLiTi^ LranNrriihMion ofsiny >ii^nd] rcIaLcd Lu duy uflhe lii elected OneS of the plUi'allty of 
content streams to the client device, and 

(c) a storage device for storing the selected ones of the plurality of content streams 
transmitted by the server system. 
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40. (new) A method of receiving selected content streams at a client device, the method 
comprising the steps of: 

(a) displaying a program guide transmitted by a server system, the program guide listing 
a plurality of identifiers, each identifier respectively identifying one of a plurality of content 
streams transmittable by the server system, each content stream being generated by the server 
system from source content received from an information source, the program guide further 
listing an approximate time of transmission for each such content stream, 

(b) enabling a user of the client device to select one or more of the content streams by 
selecting the respective client identifier listed in the program guide, 

(c) enabling receipt of the selected ones of the plurality of content streams in the absence 
of sending any signal from the client device requesting transmission of any signal related to any 
of the selected ones of the plurality of content streams to the client device, and 

(d) a storage device for storing the selected ones of the plurality of content streams 
transmitted by the server system. 

41 . (new) A method of transmitting selected content streams to a client device, the 
method comprising the steps of: 

(a) transmitting a program guide to the client device, the program guide listing a plurality 
of identifiers, each identifier respectively identifying one of a plurahty of content streams 
transmittable by the server system, each content stream being generated by the server system 
from source content received fix:>m an information source, the program guide fiirther listing an 
approximate time of transmission for each such content stream, 

(b) displaying the program guide at the client device; 
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(c) enabling a user of the client device lo select Oiie or more of the content streams by 
selecting the respective client identifier listed in the program guide, 

(c) transmitting to the client device, by the server system, the selected ones of the 
plurality of content streams in the absence of sending any signal from the client device 
requesting transmission of any signal related to any of the selected ones of the plurality of 
content streams to the client device, and 

(d) storing, at the client device, the selected ones of the plurality of content streams 
transmitted by the server system, 

42. (new) A client device comprising: 

(a) a display for displaying a program guide transmitted from a server system in a 
common communication path, ihe program guide listing a plurality of identifiers, each identifier 
respectively identifying one of a plurality of content streams transmittable from the server 
system, and an approximate time of transmission for each such content stream, 

(b) a graphical user interface for enabling a user of the client device to select one or more 
of the content streams by selecting the respective client identifier listed in the program guide, and 

(c) a storage device for storing the selected ones of the plurality of content streams 
transmitted from the server system, 

wherein the storage device stores only those of the content streams transmitted in the 
common communication path from tHe server system to the client device that were previously 
selected by the user. 
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43. (new) The client device of claim 42, wherein the storage device stores the 
previously-selected ones of the plurality of content streams in the absence of sending any signal 
from the client device to the server system to initiate transmission of a content stream having an 
identifier listed in the program guide to the client device. 

44. (new) The client device of claim 42, wherein the storage device stores the 
previously-selected ones of the plurality of content streams in the absence of sending any signal 
from the client device to the server system to select a content stream having an identifier listed in 
the program guide. 

45. (new) The client device of claim 42, wherein the display is operable to display a 
window showing each selected content stream and its receipt status. 

46. (new) The client device of claim 42, wherein the graphical user interface is operable 
to receive the user's selection for automatically launching a content stream upon its receipt. 

47. (new) A method of enabling access to content streams at a client device, the method 
comprising the steps of: 

(a) displaying, on a display at the client device, a program guide transmitted from a 
server system in a common communication path, the program guide listing a plurality of 
identifiers, each identifier respectively identifying one of a plurality of content streams 
transmittable from the server system, and an approximate time of transmission for each such 
content stream, 
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(b) enabling a user of the client device to select one or more of the content streams by 
selecting the respective client identifier listed in the program guide, and 

(c) storing the selected ones of the plurality of content streams transmitted from the 
server system, 

wherein the client device stores only those of the content streams transmitted in the 
common communication path from the server system to the client device that were previously 
selected by the user. 

48. (new) The method of claim 47, wherein the enabling step is effected by user 
operation of a graphical user interface at the cUent device. 

49. (new) The method of claim 48, wherein the enabling step is effected by the user 
operation of the graphical user interface to access specific ones of the plurality of content 
streams in the absence of sending any signal from the client device to the server system to 
initiate transmission of a content stream having an identifier listed in the program guide to the 
client device. 

50- (new) The method of claim 48, wherein the enabling step is effected by the user 
operation of the graphical user interface to access specific ones of the plurality of content 
streams in the absence of sending any signal from the client device to the server system to select 
a content stream having an identifier listed in the program guide. 
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5 1 . (new) The method of claim 47, wherein the displaying step includes the step of 
displaying a window showing each selected content stream and its receipt status. 

52. (new) The method of claim 47, further comprising the step of receiving the user's 
selection for automatically launching a content stream upon its receipt 

53. (new) A system for selectively providing content streams, comprising; 
a server system; and 

a client device, 

wherein the server system comprises: 

a transmitter for transmitting, in a common commurucation path, a program guide 
and a plurality of content streams, the program guide listing a plurality of identifiers^ each 
identifier respectively identifying one of the plurality of content streams transmittable from the 
server system, and an approximate time of transmission for each such content stream, and 

wherein the client device comprises: 

(a) a display for displaying the program guide, 

(b) a graphical user interface for enabling a user of the client device to select one 
or more of the content streams by selecting the respective client identifier listed in the program 
guide, and 

(c) a storage device for storing the selected ones of the plurality of content 
streams transmitted from the server system, 
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wherein the storage device stores only those of the content streams transmitted from the 
server system to the client device in the common communication path that were previously 
selected by the user. 

54. (new) A method of selectively providing content streams, the method comprising the 
steps of: 

(a) transmitting in a common communication path, from a server system to a client 
device, a program guide listing a plurality of identifiers, each identifier respectively identifying 
one of a plurality of content streams transmittable from the server system, and an approximate 
time of transmission for each such content stream; 

(b) displaying the program guide on a display at the client device; 

(c) transmitting in a common communication path, from the server system to the client 
device, the plurality of content streams; 

(d) enabling a user of the client device to select one or more of the content streams by 
selecting the respective client identifier listed in the program guide, and 

(e) storing the selected ones of the plurality of content streams transmitted from the 
server system, 

wherein the client device stores only those of the content streams transmitted in a 
common communication path from the server system to the client device that were previously 
selected by the user. 
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55. (new) A storage medium containing a set of executable instructions which, when 
executed, perform a method of selectively receiving content streams at a client device, the 
method comprising the steps of; 

(a) displaying, on a display at the client device, a program guide transmitted from a 
server system, the program guide listing a plurality of identifiers, each identifier respectively 
identifying one of a plurality of content streams transmittable from the server system, and an 
approximate time of transmission for each such content stream, 

(b) enabling a user of the client device to select one or more of the content streams by 
selecting the respective client identifier listed in the program guide, and 

(c) storing the selected ones of the plurality of content streams transmitted from the 
server system, 

wherein the client device is operable to enable selective receipt of specific ones of the 
plurality of content streams by storing only those of the content streams transmitted from the 
server system to the client device that were previously selected by the user, and by ignoring other 
content streams transmitted from the server system to the client device but not selected by the 
user, whereby the other content streams are not stored in the storage device, 

56. (new) A storage medium containing a set of executable instructions which, when 
executed, perform a method of selectively providing content streams, the method comprising the 
steps of: 

(a) transmitting, from a server system to a client device, a program guide listing a 
plurality of identifiers, each identifier respectively identifying one of a plurality of content 
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Streams transmittable from the server system, and an approximate time of transmission for each 
such content stream; 

(b) displaying the program guide on a display at the client device; 

(c) transmitting, from the server system to the client device, the plurality of content 
streams; 

(d) enabling a user of the client device to select one or more of the content streams by 
selecting the respective client identifier listed in the program guide, and 

(e) storing the selected ones of the plurality of content streams transmitted from the 
server systenx, 

wherein the client device is operable to enable selective receipt of specific ones of the 
plurality of content streams by storing only those of the content streams transmitted from the 
server system to the client device that were previously selected by the user, and by ignoring other 
content streams transmitted from the server system to the client device but not selected by the 
user, whereby the other content streams are not stored in the storage device. 

57. (new) A storage medium containing a set of executable instructions which, when 
executed, perform a method of receiving selected content streams at a client device, the method 
comprising the steps of: 

(a) displaying a program guide transmitted by a server system, the program guide listing 
a plurality of identifiers, each identifier respectively identifying one of a plurality of content 
streams transmittable by the server system, each content stream being generated by the server 
system from source content received from an information source, the program guide further 
listing an approximate time of transmission for each such content stream, 

17 



PAGE 2D/28 * RCVD AT 1/512005 2:26:07 PM [Eastern Standard Time] * SVR:USPT0-EFXRF-116 * DNIS:8729306 ' CSID: * DURATION (mni-ss):13-28 



JflN 05 2005 14:38 FR PROSKPUER ROSE LLP 2 



TO >K5595*68775080>K7 P. 21 



(b) enabling a user of the client device to select one or more of the content streams by 
selecting the respective client identifier listed in the program guide, 

(c) enabling receipt of the selected ones of the plurality of content streams in the absence 
of sending any signal from the client device to the server system to initiate transmission of any of 
the selected ones of the plurality of content streams to the client device, and 

(d) a storage device for storing the selected ones of the plurality of content streams 
transmitted from the information source by the server system, 

58. (nev^^) A storage medium containing a set of executable instructions w^hich, v^hen 
executed, perform a method of transmitting selected content streams to a client device, the 
method comprising the steps of: 

(a) transmitting a program guide to the client device by a server system, the program 
guide listing a plurality of identifiers, each identifier respectively identifying one of a plurality of 
content streams transmittable by the server system, each content stream being generated by the 
server system from source content received from an information source, the program guide 
further listing an approximate time of transmission for each such content stream, 

(b) displaying the program guide at the client device; 

(c) enabling a user of the client device to select one or more of the content streams by 
selecting the respective client identifier listed in the program guide, 

(c) transmitting to the client device, by the server system, the selected ones of the 
plurality of content streams in the absence of sending any signal from the client device to the 
server system to initiate transmission of any of the selected ones of the plurality of content 
streams to the client device, and 
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(d) Storing, at the client device, the selected ones of the plurality of content streams 
transmitted by the server system. 

59. (new) A storage medium containing a set of executable instructions which, when 
executed, perform a method of receiving selected content streams at a client device, the method 
comprising the steps of: 

(a) displaying a program guide transmitted by a server system, the program guide listing 
a plurality of identifiers, each identifier respectively identifying one of a plurality of content 
streams transmittable by the server system, each content stream being generated by the server 
system from source content received from an information source^ the program guide further 
listing an approximate time of transmission for each such content stream, 

(b) enabling a user of the client device to select one or more of the content streams by 
selecting the respective client identifier listed in the program guide, 

(c) enabling receipt of the selected ones of the plurality of content streams in the absence 
of sending any signal from the client device requesting transmission of any signal related to any 
of the selected ones of the plurality of content streams to the client device, and. 

(d) a storage device for storing the selected ones of the plurality of content streams 
transmitted by the server system. 

60. (new) A storage mediimi containing a set of executable instructions which, when 
executed, perfonn a method of transmitting selected content streams to a client device, the 
method comprising the steps of: 
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(a) transmitting a program guide to the client device by a server system, the program 
guide listing a plurality of identifiers, each identifier respectively identifying one of a plurality of 
content streams transmittable from the infonnation source by the server systeTn> each content 
stream being generated by the server system from source content received from an information 
source, the program guide further listing an approximate time of transmission for each such 
content stream, 

(b) displaying the program guide at the client device; 

(c) enabling a user of the client device to select one or more of the content streams by 
selecting the respective client identifier listed in the program guide, 

(c) transmitting to the cUent device, from the information source by the server system, the 
selected ones of the plurality of content streams in the absence of sending any signal from the 
client device requesting transmission of any signal related to any of the selected ones of the 
plurality of content streams to the client device, and 

(d) storing, at the client device, the selected ones of the plurality of content streams 
transmitted from the information source by the server system. 

61, (new) A storage medium containing a set of executable instructions which, when 
executed, perform a method of enabling access to content streams at a client device, the method 
comprising the steps of: 

(a) displaying, on a display at the client device, a program guide transmitted from a 
server system in a common communication path, the program guide listing a plurality of 
identifiers, each identifier respectively identifying one of a plurality of content streams 
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transmittable fh)m the server system, and an approximate time of transmission for each such 
content stream, 

(b) enabling a user of the client device to select one or more of the content streams by 
selecting the respective client identifier listed in the program guide, and 

(c) storing the selected ones of the plurality of content streams transmitted from the 
server system, 

wherein the client device stores only those of the content streams transmitted in the 
common communication path from the server system to the client device that were previously 
selected by the user. 

62, (new) A storage medium containing a set of executable instructions which, when 
executed, perform a method of selectively providing content streams, the method comprising the ^ 
steps of: 

(a) transmitting in a common communication path, from a server system to a client 
device, a program guide listing a plurality of identifiers, each identifier respectively identifying 
one of a plurality of content streams transmittable from the server system, and an approximate 
time of transmission for each such content stream; 

(b) displaying the program guide on a display at the client device; 

(c) transmitting in a common communication path, from the server system to the client 
device, the plurality of content streams; 

(d) enabling a user of the client device to select one or more of the content streams by 
selecting the respective client identifier listed in the program guide, and 
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(e) storing the selected ones of the plurality of content streams transmitted from the 
server system, 

wherein the client device stores only those of the content streams transmitted in a 
common communication path from the server system to the client device that were previously 
selected by the user. 
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